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SAFETY RAIL
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LINK FENCE 

PROPOSED CHAIN 

LINK FENCE 

PROPOSED CHAIN 
OR

-L- STA. 16+04.00 TO 17+15.78 (RT.)- USE HANDRAIL

-L- STA. 22+66.27 TO 27+92.08 (RT.)- USE FENCE

-L- STA. 28+37.00 TO 29+70.00 (RT.)- USE HANDRAIL

4" CONCRETE SIDEWALK.S 

EARTH MATERIAL.T 

EXISTING PAVEMENT.U 

W 

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.

PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE,

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE,

GREATER THAN 4" IN DEPTH.

DEPTH, TO BE PLACED IN LAYERS NOT LESS THAN 2�" IN DEPTH OR

VARIABLE DEPTH ASPHALT PAVEMENT.  (SEE WEDGING DETAIL)

R1

 5" MONOLITHIC CONCRETE ISLAND.R3

F I N A L    P A V E M E N T   S C H E D U L E

BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.

2’-6" CONCRETE CURB AND GUTTER

R2 1’-6" CONCRETE CURB AND GUTTER.D1

D2

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, 

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,

PROP. APPROX. 7" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 399 LBS. PER SQ. YD. IN EACH OF TWO

LAYERS.

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO

PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER

C1

C2

TYPE I19.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

TYPE I19.0C, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" 

TYPE I19.0C, AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.

PROP. APPROX 2�" ASPHALT CONCRETE INTERMEDIATE COURSE,

D3

J PROP. 8" AGGREGATE BASE COURSE

THAN 5�" IN DEPTH.

E3

E2

E1
PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD. 

PROP. APPROX. 4.0" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD. 
E

8" X 6" ASPHALT CURBR4

2/26/2015 2/27/2015 

https://trust.docusign.com
https://trust.docusign.com

	B5136_Rdy_typ2A-1

		2015-02-27T07:19:45-0800
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




